Seismic intensity deduced from instrumental data has been evaluated using the empirical relationship between intensity and peak ground acceleration (PGA) during an earthquake. The Japan Meteorological Agency (JMA) developed a seismic intensity meter, which can estimate the real-time seismic intensity from seismic motions observed at a local site to evaluate the damage during the earthquake more correctly. This paper proposes a practical application of the JMA intensity to dams during the 2013 earthquake in Yeongcheon, Korea. In the present paper, seismic intensity was estimated from the relationships between accelerations observed at Yeongcheon Dam. Estimated seismic intensities were in the range of 0 to 3, which was verified from the displacements of dams and the variation of the ground water level observed at Yeongcheon dam during the earthquake. The JMA intensity, which is determined by considering the frequency, duration of cyclic loading, etc., was 0 (zero) and there was no damage to Yeoncheon dam during the earthquake. 1. 서 론 2011년 3월 11일에 발생한 일본의 동북부 대지진(M=9.0)에 의해 세계 적으로 지진에 대한 관심이 급격히 증가하였으며 지진에 의한 지반과 구조 물에 많은 피해들이 보고되고 있다. 특히, 우리나라는 중국, 러시아 등을 포 함하는 유라시아판의 동쪽 내륙에 위치하여 환태평양 지진대에 위치하는 주변국(일본)보다 지진으로부터 비교적 안전한 지역으로 인식되고 있으나, 최근 발생하고 있는 크고 작은 지진으로 인하여 지진 안정성에 대한 우려가 제기되고 있는 실정이다. 한편, 우리나라는 일본 한신-아와지 대지진(1995, M=7.3)이후 자연재 해대책법에 지진이 자연재해로 포함되어 처음으로 지진관련 법적 조항이 마련되었고 이후, 각종 내진설계기준 등이 강화되어 중요 국가 시설물에 대 해서는 지진계측이 법적으로 의무화 되고 있는 실정이다[1]. K-water에서 관리중인 댐 시설물에 대해서는 지진재해대책법의 제정 (2008.03.28)과 더불어 본격적으로 지진계의 설치 및 실시간 지진감시체 계를 구축해왔다. 지진재해대책법 및 지진가속도계측기 설치 및 운영기준 [2]에 의해 지진 가속도계 설치가 의무화된 곳은 Table 1과 같이 내진 특등 급(S) 및 1등급(I) 32개 댐이 대상이 된다. 해당 댐에 대한 지진계 설치는 2011년까지 완료되었고 현재 K-water의 통합지진감시스템(KEMS, K-water Earthquake Monitoring System)에 의해 실시간으로 지진 발생 을 감시하고 있다. 본 연구에서는 지진발생 시 계측가속도를 활용한 진도에 의한 댐 시설의 안정성 평가 및 지진 전파체계 구축의 가능 여부에 대해 다루고 있다. 이를 위하여, 진도는 일본기상청(JMA, Japan Meteorological Agency) 및 Miyazai et al.(1999)에 의해 제안된 경험식을 이용하여, 계측된 가속도로 부터 계산되었다. 본 연구에서 이용된 경험식은 계측 가속도뿐만 아니라 지 진 규모, 주파수, 지진 지속시간 등을 고려하도록 되어 있기 때문에 지진 지 반운동 특성을 보다 상세하게 반영할 수 있는 장점이 있다[3].
.
Fourier 변환된 3성분 스펙트럼 진폭에 각각 곱하여 보정( Fig. 3(a) ).
Period-effect Filter:       High-cut Filter: Fig. 3(b) ). 
또는, 2. National Emergency Management Agency, Guideline for earthquake acceleration measuring instrument.
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